Cylinder Barricade Racks:

Structural Tube Design racks are recommended for indoor or outdoor bulk
cylinder storage. STD series racks surround cylinders with 2 inch square steel
tube continuously seam welded and sealed with exterior grade powder paint.
Two levels of welded steel chains with snaps for each cylinder. Standard and
custom configurations from one to 16 or more cylinder capacity, up to 12 inch
diameter standard or 33 inch cryogenic cylinders. Units meet or exceed UFC,
NFPA, CGA, and OSHA, as well as Seismic Zone 4 requirements. Optional process
rail models add 2 controls mounting struts. Firewall barriers are rated 1 hour fire
resistance by encasing Marinite I™ barrier material in 14 gauge steel panels. Fire
barriers can be installed freestanding or attach to racks. Ships motor freight.

STD 1x2

STD 2x2

Standard Cylinder Barricade Racks

Part Size \Weight
Number Description LxW/xH Lb.

G-STD-1X1 1 Cylinder Tube Rack 1 cyl wide x 1 deep 16"x16"x30"| 58 Ib.

G-STD-1X1P 1 Cylinder Tube Rack 1 cyl wide x 1 deep w/Process Rails 16"x16"x72"| 88 Ib.

G-STD-1x2 2 Cylinder Tube style rack 1 cyl wide x 2 deep 26"X16"X30"| 82Ib.

G-STD-1x2P 2 Cylinder Tube style rack 1 cyl wide x 2 deep w/process rails 26"X16"X72"| 112 1b.

G-STD-1x3 3 Cylinder Tube Rack 1 cyl wide x 3 deep 38"X16"X30"| 921b.

G-STD-1x4 4 Cylinder Tube style rack 1 cyl wide x 4 deep 50"x16"x30"| 110 Ib.

G-STD-2x1 2 Cylinder Tube Rack 2 cyl wide x 1 deep 16"X30"x30"| 91 Ib.

G-STD-2x1P 2 Cylinder Tube Rack 2 cyl wide x 1 deep w/process rails 16"X30"x72"| 126 Ib.

G-STD-2x2 4 Cylinder Tube style rack 2 cyl wide x 2 deep 28"X30"X30"| 1201Ib.

G-STD-2x2P 4 Cylinder Tube style rack 2 cyl wide x 2 deep w/process rails 28"X30"X72"| 155 Ib.

G-STD-2x3 6 Cylinder Tube Rack 2 cyl wide x 3 deep 38"X30"X30"| 154 Ib.

G-STD-2X4 8 Cylinder Rack 2 cyl wide x 4 deep 50"x30"x30" | 190 Ib.

G-STD-3x1 3 Cylinder Tube Rack 3 cyl wide x 1 deep 16"X42"X30" | 124 Ib.

G-STD-3x 1P 3 Cylinder Tube Rack 3 cyl wide x 1 deep w/process rails 16"X42"X72" | 164 Ib.
G-STD-3x2 6 Cylinder Tube Rack 3 cyl wide x 2 deep 28"X42"X30"| 165 Ib.

G-STD-3x2P 6 Cylinder Tube Rack 3 cyl wide x 2 deep w/process rails 28°X42"X72" | 205 Ib. STD 2x2P
G-STD-3x3 9 Cylinder Rack 3 Cyl wide x 3 deep 40"x42"x30" | 211 Ib. Process Station Racks
G-STD-3x4 12 Cylinder Rack 3 cyl wide x 4 deep 52"x42"x30" | 308 Ib.

G-STD-4x1 4 Cylinder Rack 4 cyl wide x 1 deep 16"x58"x30" | 194 1b

G-STD-4x 1P 4 Cylinder Rack 4 cyl wide x 1 deepw/process rails 16"x58"x72" | 2391b
G-STD-4x2 8 Cylinder Rack 4 cyl wide x 2 deep 28"x58"x30" | 249 Ib.

G-STD-4x2P 8 Cylinder Rack 4 cyl wide x 2 deep w/process rails 28"x58"x72" | 294 Ib. O
G-STD-4x3 12 Cylinder Rack 4 cylinder wide x 3 deep 40"x58"x30" | 294 Ib. O O
G-STD-4x4 16 Cylinder Rack 4 cyl wide x 4 deep 52"x58"x30" | 339 Ib. O O O
G-SGD-FW Fire Resistant Wall Panel, 1 Hour Fire Resistant 47"'x1.5"x72" | 230 Ib. |9| O O O
STD-CRYO1 | Cryogenic Cylinder Rack for Single Cylinder up to 22 inch diameter 28x26x40” | 107 Ib. Tx1 1x2 145 Tx4
STD-CRYOL | Cryogenic Cylinder Rack for Single Cylinder up to 33 inch diameter| 38x36x40” | 117 Ib.

STD-CRYO2 | Cryogenic Cylinder Rack for 2 Cylinders up to 22 inch diameter | 34x26x40” | 155 1b. O10

STD-CRYOL2 | Cryogenic Cylinder Rack for 2 Cylinders up to 33 inch diameter | 74x36x40” | 170 Ib. olol 1olo
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